
RP-46 Heavy Barrel & gas system 

Installation & adjustments 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Bolt Carrier 

 

First, you need to remove the gas piston rod from your DPM/DP28.  Do this by removing the pin shown 

in the picture below and drive it out from the side shown. 

 

 

Once the pin is out, it is a standard right hand thread so unscrew it as you would any bolt.   

Clean the hole out and screw in the new rod until it bottoms out. 

bƻǿΣ ǳǎƛƴƎ ŀ Іон 5ǊƛƭƭόлΦммсέŘƛŀƳŜǘŜǊύ ŘǊƛƭƭ ǘƘǊƻǳƎƘ ǘƘŜ ǊƻŘ ŦǊƻƳ ǘƘŜ ǎƛŘŜ ƻǇǇƻǎƛǘŜ ǎƘƻǿƴ ƛƴ ǘƘe 

picture. 

Once drilled, drive your pin back in, and now you are ready to choose your gas piston tip. 

Use the cup style for your original DP series barrel and use the rod tipped piston for the RP46 heavy 

barrel. 

 

 

 



Gas adjustments 

 

Your gas system should be on the low setting(small dimple) when you receive it from us.  Try it 

in your gun on low first.  Only if you have a low gas malfunction, do you want to increase the 

gas setting. 

 

If you do indeed need to adjust it, do it in this order. 

First, remove the barrel from the gun.  This is only necessary so that when using the mallet to 

tap out the adjuster, you do not damage your barrel lock wedge.   

hƴŎŜ ǘƘŜ ōŀǊǊŜƭ ƛǎ ǊŜƳƻǾŜŘΣ ȅƻǳ ǿƛƭƭ ƴŜŜŘ ǘǿƻ ōƻȄ ŜƴŘ ммκмсέ ǿǊŜƴŎƘŜǎΦ ¦ǎƛƴƎ ƻƴŜ ǘƻ ƘƻƭŘ the 

adjuster, and one to loosen the retaining bolt(see pictures below) unscrew the bolt 3-4 turns. 

 



 

 

Now that you have it loosened, tap the bolt side with a mallet so that the adjuster locating ring 

clears the selection pin on the other side. 

 

 



Now thŀǘ ƛǘΩǎ ŎƭŜŀǊΣ ȅƻǳ Ƴŀȅ ǳǎŜ ƻƴŜ ƻŦ ǘƘŜ ммκмсέ ǿǊŜƴŎƘŜǎ ŀƴŘ ǘǳǊƴ ǘƘŜ ŀŘƧǳǎǘŜǊ ǘƻ ǘƘŜ ƴŜȄǘ 

size dimple and make sure to line up the slot in the ring with the pin as best you can. 

 

 

 

 

 

 

 

 

 

 

 

 

 



At this point you may push the selector back in or tap it with the mallet until it seats 

completely. 

 

 

Now using both wrenches again, tighten the bolt back until it is just past snug.  Since there is a 

lock washer present, it is not necessary to overdue the tightness on this. 

 



Another picture of what the bolt head will look like when fully seated. 

 

 

LŦ ȅƻǳ ƘŀǾŜ ŀƴȅ ǘǊƻǳōƭŜ ǇƭŜŀǎŜ ǳǎŜ ǘƘŜ άŎƻƴǘŀŎǘ ǳǎέ ǇŀƎŜ ƻƴ ƻǳǊ ǿŜō-store smggunsstore.com 

for the quickest response. 


